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HaloRing™ Scanner
Experience Real Mobility
The HaloRing is an all-in-one powerful Android scanner at 

-
nectivity, and high-resolution display, the HaloRing allows 

browser lets you quickly deploy the HaloRing without the 
need for developing native applications. Scale resources 

real-time with IQ 

Electrical
Audio 90dB Speaker

Barcode Scanner Zebra SE477

Processor MT8766 1.8 Ghz

GPU IMG GE8300 550 Mhz

Memory 1GB RAM/8GB Flash

Battery 3.8V, 900mAh Li-Po

Short-range Wireless 5.0

Compatibility Android 11

Display 1.41-inch AMOLED 320 x 360px

Input/Output Ports Proprietary Magnetic Connector

Input Voltage 5V

Wi-Fi 802.11a/b/g/n/ac, 2.4GHz / 5GHz

Key Features
• Ergonomic Design
• Adjustable Strap
• AMOLED Display
• Smart Battery
• One-Handed Data Entry
• 2.  o .

Scanning
Optical Resolution 1280 x 800 pixels

Supported 1D 
Symbologies

Code 39, Code 128, Codebar/NW7, 
Code 11, MSI, UPC/EAN, I 2 of 5, 
Korean 3 of 5, GSI DataBar, Base 32 
(Italian Pharma) 

Supported 2D
Symbologies

OCR-A, OCR-B, PDF417,  
Micro PDF417, Composite Codes, 
TLC-39, Aztec, DataMatrix,
MaxiCode, QR Code, Micro QR,
Chinese Sensible (Han Xin),  
Postal Codes

Mechanical
Buttons Scan, 2x Function Rocker Buttons

Dimensions (LxWxD) 69.53mm x 66.73mm x 39.60mm
2.7in x 2.63in x 1.56in

Drop Rating 1.2 meter to concrete Per MIL-STD-810 G

IP Rating IP-65

Weight 74g
2.6oz
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Environmental
Storage -30°C to +70°C

10% to 90% RH

Operating -10°C to +45°C
5% to 95% RH

Certifications
Regulatory CE, FCC, RoHS
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